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Available models

+ Nickel plated alloy steel ‘ : _
|P67 dual shear beam load Ca{)p;ﬁj'ty AECSL;?:V F:gg:“g;gf_sggﬁg?
cell . 10Klb | C3/C4 | H9C—C3/C4—10K-9B

- High accuracy . 15 Klb C3/C4 | H9C-C3/C4-16K-9B

7 20 Kb c3 H9C-C3-20K-9B

i SU|tab|e for truck and track 30 Klb c3 H9C—C3-30K-9B

2 A @ o sca_lle_s and _other heavy 40 Klb c3 H9C:C3:40K:98
C€C3 0 &9 his = weighing devices 2 o ecceacs
@ convoners cr-orem | Sesledonsiruetion. A mmE
150 Klb c3 H9C-C3-150K-9B
ﬂ.l .\1.. L test certificate no. D09-07.07 - 200 Kb c3 H9C—C3-200K_9B
iy C of C no R60/2000—-NL1-10.14 Revision 1 250 Klb Cc3 H9C-C3-250K-9B
Specification
Accuracy class OIML R60 C3 | OIML R60 C4
Output sensitivity ( = FS) mV/N 3.0 = 0.003
) . 5, 10, 20, 30, 40, 50, 60,
Maximum capacity ( Emax ) klb 75, 100, 150, 200, 250 5,10, 20
Maximum number of load cell intervals ( nLC ) 3000 4000
Ratio of minimum LC verification interval Y = Emax / vmin 10000 12000
Combined error %FS + 0.0230 + 0.0175
Minimum dead load of Emax 0%
Safe overload of Emax 150 %
Ultimate overload of Emax 300 %
Zero balance %FS + 1.0
Excitation, recommended voltage V 5~12(DC)
Excitation maximum V 18(DC)
Terminal resistance, input Q 700 + 7
Terminal resistance, output Q 703 + 4
Insulation impedance MQ = 5000 ( at 50VDC)
Temperature range, compensated C -10 ~+40
Temperature range, operating C -35 ~ +65
Storage temperature C -40 ~ +80
Element material Nickel plated alloy steel
Ingress Protection (according to EN 60529) P67
ATEX classification (optional) 111G Exia [IC T4 [IIND ExiaD 20 T73°C C|II3G Ex nL IIC T4

Dimensions in mm Wiring
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/‘i\ Input ( +) Red
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- l_ "§ Output ( — ) White
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Input ( —) Black
Output ( + ) Green
Dimension A c H G oD J od R E
Capacity
sl 10Kl | 2062 | 1746 [ 1331 [ 157 | 432 | 284 | 167 [R127| 157
: 8.12) | (6.88) | (5.24) | 062 | (1.7 | (1.12) | (0.66) | (0.5) | (0.62)
206.2 | 174.6 | 133.1 | 21.3 | 495 | 284 | 16.7 |Ri2.7| 15.7
15KIb. 20K | g 10) | (6.88) | (5.24) | (0.84) | (1.95) | (1.12) | (0.66) | (08) | (0.62)
260.4 | 2159 | 165.1 | 254 | 76.2 | 60.2 | 26.9 | R26.4 | 224 _
30Klo, 78K | (10.25) | 85) | (65) | (100 | 3.0 | 2.37) | (1.06) | (1.0 | (0.88) Shielded, 4 conductor cable.
90KIb. 100KIb 285.8 | 241.3 | 190.2 | 31.0 88.9 63.5 26.9 | R38.1| 224 Cable diameter for 5k — 20k: ®5mm and
' (11.25) | (9.5 | (7.49 | 1.22) | 35 | (2.5 | (1.08) | (1.5) | (0.88) for 30k — 250Kk O Smm.
2858 | 2413 | 1902 | 31.0 | 99.1 | 71.1 | 269 |R38.1| 224
150K | 1756) | 08 | 749) | 122 | 39 | @80 | (.08 | (18) | 0.88) Standard cable length: 9m.
200KIb. 250KIb 408.9 | 330.2 | 254.0 | 31.7 | 136.6 | 116.8 | 39.6 | R50.8| 39.4 Shield not connected to element.
' 16.1) | 13.0) | (10.0) | (1.25) | (6.38) | 4.6) | (1.56) | (2.0) | (1.56)
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